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according to Regulation (EU) No. 305 of the European Parliament and the Council of 9 March 2011

DOP No.:

1. Product type:

2. Intended use:

3. Manufacturer:

4. Authorised representative:

5. System of assessment and verification:

6. Harmonised standard:

7. Declaration of performance:

DOP 962

EGGER Compact Laminate coloured core
BCS (Coloured Core Laminate Compact Standard grade) Recipe 962

Compact laminate panels/sidings for interior wall and ceiling finishes
(including suspended ceilings)

FRITZ EGGER GmbH & Co. OG

Weiberndorf 20

6380 St. Johann in Tyrol / Austria

not applicable
System 4

EN 438-7 : 2005

Properties Unit Thickness [t] Value
Density EN 323 [g/em3] 1.40
Bending strength EN ISO 178 [MPa] 80
Bending modulus of elasticity EN ISO 178 [MPa] 2mm<t<13mm 9.000
Release of formaldehyde EN 717-1 class E1, EIEQO5
Durability resistance to boiling water pass
Resistance to fixings [N] 2mm<t<4mm > 250
4mm=<t<6mm > 1,000
6mm<t<8mm > 2,000
8mm<t<10mm > 3,000
t=210 mm > 4,000

Signed for and on behalf of the manufacturer by:

@ qualityaustria

1SQ 9001:2015 NR.00184/0

Hubert Hoglauer

Head of Marketing and

Product Management - EGGER group

Manfred Riepertinger
Head of Core Material Management,
Environment and Certifications - EGGER group
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