CERTIFICATE

TUV PROFiCERT-product Interior PREMIUM

The following products/product groupes particularly fulfills the criteria V1.3 of the TUV PROFi-
CERT-product Interior certification. This certificate does not acquit the producer of his respon-
sibility to comply with all legal requirements and product properties.
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Egger Kunststoffe GmbH & Co. KG
Im Weilandmoor 2
38518 Gifhorn
Germany

EGGER PerfectSense Premium Laminates Matt

EGGER PerfectSense Premium Laminates Matt colored core
EGGER PerfectSense Premium Laminates Gloss

EGGER PerfectSense Premium Laminates Gloss colored core
EGGER PerfectSense Laminates Matt

Result of the emission testing: TUV PROFiCERT-product Interior PREMIUM fulfilled
Thus, the results comply with the emission thresholds of

v |AgBB 2018 v [Annex 8 MVV TB / ABG \V | BREEAM Exemplary Level
Ny L o LEED v4

Vv , At v | Finnish M1 classification \V (outside North America)

Vv | Belgian VOC regulation \V | CAM ltaly \ | DE-UZ 76 (Blue Angel)
Certificate registration No. 70 720 7720-2 Certificate valid from 2023-08-10 to 2026-08-09
Audit report No. 2121049/2022/2 First certification 2023-08-10
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These products are characterized by the following features (all data + 10 %):

Products: EGGER PerfectSense Premium Laminates Matt (A)
EGGER PerfectSense Premium Laminates Matt colored core (B)
EGGER PerfectSense Premium Laminates Gloss (C)
EGGER PerfectSense Premium Laminates Gloss colored core (D)
EGGER PerfectSense Laminates Matt (E)

Nominal thickness: 0.60 and 0.80 mm (A)
0.80 mm (B, C, D)
0.40, 0.60 and 0.80 mm (E)

Type: P — Postforming (E)
S - Standard (A, B, C, D)

Used raw materials:  Strips of cellulose fibre (paper) and heat-hardening resins,
UV-lacquer

Product construction: Multi-layer
Top-side: Impregnated decorative papers and UV-lacquering-system

Reverse-side: Reverse-side paper without impregnation, without UV-lacquering
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